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Technical data:
Output (RMS @ 8 Ohm):	 2 x 25 Watt (4 Ohm)

Display:		  320 x 240 TFT Color display

Speaker:	 Full-Range 2x 3“, integrated

Multiroom:	 Up to 4 rooms + base unit

Analog inputs:	 1 x AUX 300 mV, 1 x TV, 

1 x LineIn (Front) 

Digital inputs:	 1x USB, 1x Optical, 1x Coaxial

Analoge Outputs:	 Headphones (3,5mm), Pre-Out,

 Rec-Out

Signal to Noise Ratio:	 >88 dB

Frequency range UKW:		 87,5 - 108 MHz 

Frequency range DAB+:	 174.928  - 239.200 MHz

Internet radio:	 over 25,000 stations worldwide

Station presets:		  10 for UKW | DAB+ | Internet radio

File formats:	 AAC, AAC+, MP3, WAV, WMA, FLAC

Streaming:	 DLNA | UPnP with UNDOK® APP

| Spotify® Connect-Ready

Network:	 LAN (Ethernet) and WLAN 2,4 GHz/5 GHz,

Bluetooth

CD compatibility:	 CD-HD | CD-R | CD-RW | MP3 | WMA

Dimension W|H|D:	 440 x 101 x 330 mm

incl. Remote control

incl. Wire antenna

incl. WLAN Antenne

incl. Bluetooth Antenne

Datasheet | BB-100 MKII
COLORS | Black & Silver 
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Datasheet | Block A|B|C
COLORS | Black & White

Block A Block B Block C

W|H|D : 120 x 203 x 121 mm

 Technical data
• Multiroom:	 Base unit
• Output:	 1x 15 Watt
• Analog inputs: 1x AUX
• Digital inputs: 1x USB
• Internet radio:	25.000 Broadcasters around the 
world
• Streaming:	 DLNA| UPnP with UNDOK APP

Spotify Connect-Ready
Bluetooth, Amazon alexa

• Network:	 LAN & WLAN 2,4 GHz/5 GHz
• Weight: 1,15 kg

Remote control optional available

 Technical data
• Multiroom:	 Base unit
• Output: 1x 18 Watt
• Analog inputs: 1x AUX
• Digital inputs: 1x USB
• Internet radio:	25.000 Broadcasters around the 
world
• Streaming:	 DLNA| UPnP with UNDOK APP

Spotify Connect-Ready
Bluetooth, Amazon alexa

• Network:	 LAN & WLAN 2,4 GHz/5 GHz
• Weight: 1,8 kg

Remote control optional available

 Technical data
• Multiroom:	 Base unit
• Output: 2x 3,5 Watt 1x 37 Watt
• Analog inputs: 1x AUX
• Digital inputs: 1x USB
• Internet radio:	25.000 Broadcasters around the 
world
• Streaming:	 DLNA| UPnP with UNDOK APP

Spotify Connect-Ready
Bluetooth, Amazon alexa

• Network:	 LAN & WLAN 2,4 GHz/5 GHz
• Weight: 2,8 kg

Remote control optional available

W|H|D : 290 x 125 x 120 mm W|H|D : 355 x 220 x 135 mm

Attention! 
Get an exciting offer of the block series directly 
from your sales representative and get a quote

Presenter free of charge!
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Datasheet | BLUE:ONE
COLORS | Black & White

aktives Noise cancelling
High quality workmanship | Bluetooth | IN-EAR | phone Function

Technical data:

• apt-X standard

• Cable length: 0.6 meters

• Bluetooth version: 4.1

• Transmitting frequency: 2.4G ~ 2.48G

• Supply voltage: 5V (USB)

• Speaker: 20Hz ~ 20kHz / 98 ± 3dB

• Microphone sensitivity: -36 ± 2dB

• Unique quality without background noise

• Super compact design, ideal for traveling

tom

• Active suppression of background noise by

ANC technology
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Datasheet | BLUE:TWO
COLORS | Black

Here you will find our promotio-
nal video for the BLUE: TWO. Just 

scan in or under
www.audioblock.com watch our 

videos.

Technical data:
apt-X standard
Bluetooth Version: 4.0
Talk time: 14h
Stand-by time: 540h
Music playing time: 14h
Reception range: 10m
Bluetooth profiles: A2DP / AVRCP / HSP / HFP
Impedance: 32Ω
SPL: 110 ± 3dB

Frequency range: 20Hz --- 20KHz
Weight: 255g
Dimensions: 200x180x65mm
including active ROffchunterdrückung
incl. telephone-function
incl. Micro-USB Charging cable
incl. 3.5mm aux cable

aktive Noise cancelling
High-quality processing. Stainless steel brackets. Padded earcups | Phonefunction
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Technical data:
Compatibility: 	 HDCD | CD-R | CD-RW | MP3

Inputs: 	 1x USB

Output voltage: 	 1.8 V ± 2 dB @ 1 Khz 0 db

Analoge Outputs: 	 Cinch-Out 600 kOhm

Digital Outputs: 	 1x coaxial, 1x Optical

Phono Eingänge: 	 1x MM 7 mV

Outputs: 	 Line-Out 100 kOhm

Signal to Noise Ratio: > 80 dB

Frequency: 	 20 Hz - 20 KHz

Audio control: 	 Bass | Hochton ± 14 dB

Power consumption Standby: 	 0,4 Watt

Power consumption Operating: up 20 Watt

Dimension W|H|D: 	 430 x 75 x 289 mm

Weight: 	 3,6 kg

Systemremote control RC-100 sold separately	

Datasheet | C-250
COLORS | Black & Silver 
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Datasheet | CONNECT:ONE
COLORS | Black & Silver

Technical data:

Output (RMS @ 4 Ohm): 1 x 5 Watt (4 Ohm)
BatteryOutput: 3.7V/800mAh
Bluetooth-Version: CSR 4.0
Weight: 148g
Frequency range: 120Hz-20KHz
Signal to Noise Ratio: >90dB
Analog input: 1x AUX

Dimension W|H|D: 90 x 60,5 x 31 mm
incl. phone-Function
incl. USB-charging cable
incl. 3,5 mm AUX-cabel
incl. Tragegurt
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Datasheet | CONNECT:THREE
COLORS | Black

Technical data:

Output (RMS @ 4 Ohm): 1 x 10 Watt (4 Ohm)
BatteryOutput: 7.4V/4400mAh
Batteryrun-time up to 10 Standen
Bluetooth-Version: CSR 8635
Weight: 1480g
Frequency range: 35Hz-20KHz
Signal to Noise Ratio: >85dB

Analog input: 1x AUX
Dimension W|H|D: 240 x 110 x 70 mm
incl. Telefon-Function
incl. USB-Charging cable
incl. 3,5 mm AUX-Kabel

Distribué en France par ConceptAs
Web : ww.conceptas.fr

Email : contact@conceptas.fr
Tél. : +33 6 07 72 63 18



www.audioblock.com
Block Line GmbH & Co KG
Auf der Striepe 3a | 27798 Hude
Tel.: 04484 - 920 090 10 | E-Mail: info@block-line.com

Datasheet | CONNECT:TWO
COLORS | Black

Technical data:

Output (RMS @ 4 Ohm): 1 x 5 Watt (4 Ohm)
BatteryOutput: 3.7V/4400mAh
Running time up to 24 Standen
Bluetooth-Version: CSR 4.2 + TWS
Weight: 400g

Signal to Noise Ratio: >90dB
Dimension B | H:  70 x 150.5 mm
incl. USB-chargingcable
incl. phonefunction

STEREO
to Go!

2x Bluetooth Speaker
2x Snap hook

USB-chargingcable
Manual

Pair the CONNECT:TWO and 
enjoy the Stereo Sound to Go!
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Technical data:
Output (RMS @ 4 Ohm): 	 5 Watt

Analog inputs: 	 3.5mm AUX IN Stereo 800 mV

Speaker: 	 Full range 1x 3“, integrated

Analoge Outputs: 	 3,5 mm Line Out

Total harmonic distortion:  < 0,3% (@1 Watt)

Signal to Noise Ratio: 	 78dB

Frequency: 	 20 Hz - 22 KHz @ -3dB

Audio control: 	 Bass | Treble ± 10 dB

Frequency range UKW: 	 87,5 - 108 MHz

Frequency range DAB+: 	 174.928 MHz - 239.200 MHz

Internet radio: 	 over 25,000 stations worldwide

Station presets: 	 10 for UKW | DAB+ | Internet radio

File formats: 	 AAC, AAC+, MP3, WAV, WMA, FLAC

Streaming:  Bluetooth | DLNA | UPnP with „UN-

DOK“ APP

Streaming services:  Spotify® Connect-Ready

Network:  WLAN 2,4 & 5 GHz, Bluetooth

Power consumption „Off“:  < 1 Watt

Power consumption „Operating“:  18 Watt (max.)

Power supply with Power switch:  AC to DC 12V 1,5A

Dimension W|H|D: 	 110 x 195 x 118 mm

Weight (kg): 	 1,17

Multiroom Function:  Up to 5 Rooms

Equipment: 	 2,4‘‘ TFT Color display, Wooden cabinet, 

Systemremote control, Embossed logo in the top-plate

Datasheet | CR-10
COLORS | BLACK & WHITE 
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Datasheet | CR-10ToGo!
COLORS | BLACK & WHITE

Technical data:
Output (RMS @ 4 Ohm): 	 4 Watt
Analog inputs: 	 3.5mm AUX IN Stereo 800 mV
Speaker: 	 Full range 1x 3“, integrated
Analoge Outputs: 	 3,5 mm Line Out
Total harmonic distortion: 	 < 0,3% (@1 Watt)
Signal to Noise Ratio: 	 77dB
Frequency: 	 30 Hz - 20 KHz @ -3dB
Audio control: 	 Bass | Treble ± 10 dB
Frequency range UKW: 	 87,5 - 108 MHz
Frequency range DAB+: 	 174.928 MHz - 239.200 MHz
Internet radio: 	 over 25,000 stations worldwide
Station presets: 	 10 for UKW | DAB+ | Internet radio
File formats: 	 AAC, AAC+, MP3, WAV, WMA, FLAC

Streaming: 	 Bluetooth | DLNA | UPnP with „UNDOK“ APP
Streaming services: 	 Spotify® Connect-Ready
Network: 	 WLAN 2,4 & 5 GHz, Bluetooth
Batteryrun-time:	 up to 8 hours
Power consumption „Standby“: 	 < 1 Watt
Power consumption „Operating“: 	 10 Watt (max.)
Batteryrun-time:	 up to 8 Standen
Power supply with Power switch: 	 AC to DC 5V 2,4A
Dimension W|H|D: 	 110 x 195 x 118 mm
Weight (kg): 	 1,22 kg
Multiroom Function: 	 Up to 5 Rooms
Equipment: 	 2,4‘‘ TFT Color display, Wooden cabinet, 

Systemremote control, Logoprägung im Top-Plate,
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Technical data:
Display:	 2,8“ TFT Color display

Output:	 2x 5 Watt

Analog inputs:	 3,5 mm AUX IN

Digital inputs:	 USB

Analoge Outputs:	 3,5 mm AUX OUT, 3,5 mm 

HeadphonesConnection

Signal to Noise Ratio:	 78 dB

Frequency:	 20 Hz - 22 KHz @ -3 dB

Audio control:	 Bass | Treble ± 10 dB

Frequency range UKW:	 87,5 - 108 MHz

Frequency range DAB+:	 174.928 MHz - 239.200 MHz

Internet-Radio:	 over 25,000 stations worldwide

File formats:	 MP3 | WMA | FLAC | AAC | AAC+ | WAV

Streaming:	 Bluetooth | DLNA | UPnP with UNDOK 

App

| Spotify® Connect-Ready

Network:	 WLAN 2,4 & 5 GHz | Bluetooth

Multiroom Function:	 Up to 4 rooms + base unit

Power consumption „Standby“:	 < 1 Watt

Power consumption „Operating“:	 18 Watt (max.)

Power supply:	 AC to DC | 12 V | 1,5 A

Dimension W|H|D:	 300 x 120 x140 mm

Weight:	 2,24 kg

incl. Remote control

Datasheet | CR-20
COLORS | BLACK & WHITE 
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Technical data:
Output (RMS @ 4 | 8 Ohm):	 2x 30 | 2x 25 Watt

Analog inputs:	 1 x AUX 250 mV, 1 x TV, 1 x LineIn (Front) 

Digital inputs:	 1x USB, 1x Coaxial, 1x Optical (SP/DIF)

Analoge Outputs:	 3,5 mm Headphones (Front), Pre 

Out, Rec Out

Total harmonic distortion:		 < 0,01% (@1 Watt)

Signal to Noise Ratio:	 > 83 dB

Kanaltrennung:	 > 60 dB

Frequency:		 10 Hz - 30 KHz

Audio control:		  Bass | Hochton ± 14 dB

Frequency range UKW:	 87,5 - 108 MHz

Frequency range DAB+:	 179.928 MHz - 239.200 MHz

Internet radio:		  over 25,000 stations worldwide

Station presets:	 10 for UKW | DAB+ | Internet radio

File formats:		 AAC, AAC+, MP3, WAV, WMA, FLAC

Streaming:		 DLNA | UPnP with „UNDOK“ APP

Network:		 LAN (Ethernet) and WLAN 2,4 & 

x5 GHz, Bluetooth

CD compatibility:	 HDCD | CD-R | CD-RW | MP3

Power consumption „Off“:	 < 0,01 Watt

Power consumption „Standby“:	 0,3 Watt

Power consumption „Operating“:		 90 Watt (max.)

Power supply with Power switch:	 AC 230 V - 50 Hz

Dimension W|H|D:	 350x283x80mm

Weight (kg):		 6,1

Equipment:	 Metallgehäuse, Systemremote control, 

Logo-embossed into the top plate, 

Remote controls-Lernfunction

Datasheet | CVR-10
COLORS | Black & Silver 
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Technical data:
Output (RMS @ 8 Ohm):	 2 x 60 Watt (4 Ohm)

2 x 48 Watt (8 Ohm)

Display:		 320 x 240 TFT Color display

Multiroom:	 Up to 4 rooms + base unit

Analog inputs:	 1 x AUX 300 mV, 1 x TV, 1 x DVD 

1 x LineIn (Front) 

Digital inputs:	 1x USB, 3x Optical, 1x Coaxial

Analoge Outputs:	 Headphones (6,3 mm), Pre-Out,

 Rec-Out

Signal to Noise Ratio:	 >88 dB

Frequency range UKW:		 87,5 - 108 MHz 

Frequency range DAB+:	 179.928  - 239.200 MHz

Internet radio:	 over 25,000 stations worldwide

Station presets:		 10 for UKW | DAB+ | Internet radio

File formats:	 AAC, AAC+, MP3, WAV, WMA, FLAC

Streaming:	 DLNA | UPnP with UNDOK® APP

| Spotify® Connect-Ready

Network:	 LAN (Ethernet) and WLAN 2,4 GHz/5 GHz,

Bluetooth

CD compatibility:	 CD-HD | CD-R | CD-RW | MP3 | WMA

Dimension W|H|D:	 440 x 118 x 330 mm

incl. Remote control

incl. Wire antenna

incl. WLAN Antenne

incl. Bluetooth Antenne

Datasheet | CVR-100+MKII
COLORS | Black & Silver 
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Datasheet | IR-100+ MKII
COLORS | Silver & Saphirblack

Technical data:
Multiroom BOfftein	

Frequency range UKW: 	 87,5 - 108  MHz 

Frequency range DAB+: 174.928 MHz - 239.200 MHz 

Internet radio: 	 over 25,000 stations worldwide 

File formats: 	 AAC, AAC+, MP3, WAV, WMA, FLAC 

Streaming: 	 DLNA | UPnP with UNDOK™ APP 

Network: 	 LAN (Ethernet) and WLAN 2,4 GHz 

Station presets: 10 for UKW | DAB+ | Internet radio 

Power consumption Standby: 	 0,4 Watt 

Power supply with Power switch: AC 230 V - 50 Hz 

Dimension W|H|D: 	 440 x 118 x 285 mm 

Weight: 	 7,1 kg 

Lieferung incl. Systemremote control RC-100	

Distribué en France par ConceptAs
Web : ww.conceptas.fr

Email : contact@conceptas.fr
Tél. : +33 6 07 72 63 18



www.audioblock.com
Audioblock GmbH
Auf der Striepe 3a | 27798 Hude
Tel.: 04484 - 920 090 10 | E-Mail: block@audioblock.com

Frequency range UKW: 87,5 - 108  MHz

Frequency range DAB+: 174.928 MHz - 239.200 MHz

Station presets: 10 for UKW | DAB+

Streaming: Bluetooth, DLNA | UPnP with UNDOK™ APP

Power consumption Standby: 0,4 Watt

Power consumption Operating: 12 Watt

Dimension W|H|D: 	 430 x 75 x 289 mm

Weight: 	 3,3 kg

Systemremote control RC-100 sold separately	

Datasheet | R-250+
COLORS | Black & Silver 

Technical data:
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Datasheet | S-10
COLORS | Black

Speaker:		 5,3 cm Full Range | 10,2 cm Sub-
woofer

Output:	 25 Watt Sinus | 40 Watt Music
Frequency:	 50 Hz - 20 KHz @ -3 dB

Dimension W|H|D:	 145 x 330 x 240 mm
Weight:	 4,2 kg

Technical data:

Distribué en France par ConceptAs
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Technical data:
Rated | Impulse load:	 50 Watt | 120 Watt
Impedance:	 4 Ohm
Frequency:	 40 Hz - 20 KHz
Crossover:	 150 Hz - 3,5 KHz
Sound pressure:	 90dB
Tweeter:	 2,5 cm Tweeter
WithtenSpeaker:	 12 cm Kevlar Membrane with Aluminium 

Membrane

The audio block S-100 is a three-way bass-reflex speaker, which was 
not only tuned to the sound of block amplifiers, but also looks good 
on amplifiers from other manufacturers. The speaker plays Newtral 
and Off weighed with powerful bass fandom. With a high sensitivity 
(characteristic pressure) of 90dB / A, the S-100 is ideally suited for 
amplifier outputs from 2x 30 watts and also sonicates large rooms 
without loss of dynamics. Although the speakers at first glance look 
like control boxes, they are in no way inferior to many larger stand 
speakers. However, the S-100 should always stand on stands or a si-
deboard in order to develop your sound optimally. The speaker is 
available with an exclusive piano finish in white and black. Behind the 

BassSpeaker:	 16cm Kevlar Membrane
Equipment:	 Black or White High gloss lacquer, 

Bi-Wiring-Connections
Weight:	 20 kg (Pair)
Dimension W|H|D:	 220 x 350 x 400 mm

black, removable front cover covered with acoustic fabric hides 
a polished aluminum front, in which the 12 cm Kevlar -two-to-
ne with copper diffuser and a 2.5 cm fabric tweeter dome are 
embedded. The 16 cm bass is mounted on the right or left side 
depending on the speaker and develops its full power through 
a bass reflex tube on the back of the speaker. The frequency 
crossover with crossover frequencies of 150 Hz and 3.5 KHz is in 
combination with this speaker chassis tuned to a Newtrale up 
slightly warm sound reproduction. The speakers should usually 
be set up with the basses to each other, in difficult spatial situ-
ations but has also proven a lineup with outward facing basses.

Datasheet | S-100
COLORS | White & Black
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Technical data:
Frequency range:	 40 - 20 KHz
Sound pressure:	 90dB
Impedance:	 4 Ohm
Capacity (Sinus | Music):	 40 Watt | 100 Watt
System:	 2-way bass reflex
Tief-Withtentöner:	 6,5“ KevlarMembrane

The S-250 is a specially tuned to the 250 series speaker box, which ma-
kes but also on other amplifiers an extremely good figure. In particu-
lar, their strong fandom and the crystal clear height and withtenten 
reproduction makes this box a highlight of its price range! The spea-
ker is designed as a 2-way system and draws its strong bass response 
Off the rear-mounted bass reflex tube. The bass chassis is Off a strong 

Tweeter:	 1“ Soft-Dome
Color:	 Black Textured paint
Equipment:	 Professional screw plug-in terminals
Dimension:	 200 x 330 x 265 mm

driver with extra stiff Kevlar membrane surface. All components 
are precisely matched and precisely calculated. A professional 
connection terminal with both plug and screw connections tom 
Connection of the speaker cables shook off the equipment of this 
speaker. The speaker is painted in an elegant black textured paint.

Datasheet | S-250
COLORS | Black
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Digital inputs:	 USB
Speaker:	 5,3 cm Full Range, 7,6 cm Subwoofer
Output (RMS @ 4 Ohm):	 Subwoofer 20 W, Full Range 10 W
Total harmonic distortion:	 < 0,05% (@ 1 Watt)
Signal to Noise Ratio:	 > 80 dB
Frequency:	 20 Hz - 20 KHz 
Audio control:	 Bass | Treble ± 14 dB
Frequency range UKW:		 87,5 - 108 MHz
Frequency range DAB+:	 174.928  - 239.200 MHz
Internet radio:	 over 25,000 stations worldwide
Station presets:	 10 for UKW | DAB+ | Internet radio
File formats:	 AAC, AAC+, MP3, WAV, WMA, FLAC 
Streaming:	 Bluetooth | DLNA | UPnP with „UNDOK“ APP

| Spotify® Connect-Ready
Network:	  WLAN 2,4 & 5 GHz, Bluetooth
Power consumption „Off“:	 < 0,01 W
Power consumption „Standby“:	 5,5 W
Power consumption „Operating“:	 30 W (max.)
Power supply:	 AC 230 V - 50 Hz
Dimension W|H|D:	 165 x 268 x 178 mm
Weight:	 2,6 kg
Multiroom Function:	 Up to 4 rooms + base unit
Equipment:	 Operation on the device with illuminated keys,

 Ceiling and wall mounting with integrated wall bracket,
optional Remote control

incl. Wire antenna

Data sheet | SB-50
Colors | Corpus: BLACK & WHITE | Fabric: Grey, Red, Blue & Black

Technical data:
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Technical data:
Analog inputs:	 3,5 mm AUX In Stereo 650 mV
Digital inputs:	 USB
Speaker:	 2 x 5,3 cm Full Range, 10,2 cm Subwoofer
Output (RMS @ 6 Ohm):	 Subwoofer 25 W, Links 15 W

Rechts 15 W
Total harmonic distortion:	 < 0,05% (@ 1 Watt)
Signal to Noise Ratio:	 > 80 dB
Frequency:	 20 Hz - 20 KHz @ -3 dB
Audio control:	 Bass | Treble ± 14 dB
Frequency range UKW:		  87,5 - 108 MHz
Frequency range DAB+:	 174.928  - 239.200 MHz
Internet radio:	 over 25,000 stations worldwide
Station presets:	 10 for UKW | DAB+ | Internet radio
File formats:	 AAC, AAC+, MP3, WAV, WMA, FLAC

Streaming:	 Bluetooth | DLNA | UPnP with „UNDOK“ 
APP| | Spotify® Connect-Ready

Network:		 LAN (Ethernet) and WLAN 2,4 & 5 
GHz, Bluetooth

Power consumption „Off“:	 < 0,01 W
Power consumption „Standby“:	 5,5 W
Power consumption „Operating“:	 40 W (max.)
Power supply with Power switch:	 AC to DC 16 V | 2,5 A
Dimension W|H|D:	 165 x 302 x 200 mm
Weight:	 3 kg
Multiroom Function:	 Up to 4 rooms + base unit
Equipment:	 Operation on the device with illumina-

ted keys, ceiling - and wall mounting with integrated wall 
bracket, optional Remote control

incl. Wire antenna

Datasheet | SB-100
COLORS | Corpus: BLACK & WHITE | Fabric: Grey, Red, Blue & Black
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Technical data:
Analog inputs:	 3,5 mm AUX In Stereo 650 mV

Speaker:	 2x 5,3 cm Full Range, 12,7 cm Subwoofer

Digital inputs:	 USB

Output (RMS @ 4 Ohm):	 Subwoofer 40 W, Links 15 W

Rechts 15 W

Total harmonic distortion:	 < 0,05% (@ 1 Watt)

Signal to Noise Ratio:	 > 80 dB

Frequency:	 20 Hz - 20 KHz 

Audio control:	 Bass | Treble ± 14 dB

Frequency range UKW:		 87,5 - 108 MHz

Frequency range DAB+:	 174.928  - 239.200 MHz

Internet radio:	 over 25,000 stations worldwide

Station presets:	 10 for UKW | DAB+ | Internet radio

File formats:	 AAC, AAC+, MP3, WAV, WMA, FLAC

Streaming:	 Bluetooth | DLNA | UPnP with „UNDOK“ 

APP | Spotify® Connect-Ready

Network:	 LAN (Ethernet) and WLAN 2,4 & 5 GHz, 

Bluetooth

Power consumption „Off“:	 < 0,01 W

Power consumption „Standby“:	 5,5 W

Power consumption „Operating“:	 60 W (max.)

Power supply with Power switch:	 AC 230 V | 50 - 60 Hz

Dimension W|H|D:	 196 x 370 x 260 mm

Weight:	 5,2 kg

Multiroom Function:	 Up to 4 rooms + base unit

Equipment:	 Operation on the device with illuminated 

keys,

 Ceiling and wall mounting with integrated wall bracket

optional Remote control

incl. Wire antenna

Datasheet | SB-200
COLORS | Corpus: BLACK & WHITE | Fabric: Grey, Red, Blue & Black

Distribué en France par ConceptAs
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Technical data:
Frequency range:	 30 - 20 KHz
Sound pressure:	 88dB
Impedance:	 4 Ohm
Capacity (Sinus | Music):	 40 Watt | 100 Watt
System:	 2-way bass reflex
Tief-Withtentöner:	 6.5“ KevlarMembrane

Based on the successful compact speaker S-250 this box lays something 
in the bass range and is also suitable for the sound of larger rooms! The 
SL-250 is equipped according to the principle of the 2-way system, ie a 
dome tweeter and a bass chassis and draws its strong bass reproducti-
on off the rear mounted bass reflex tube. The bass chassis is Off a strong 

Tweeter:	 1“ Soft-Dome
Color:	 Black Textured paint
Equipment:	 Professional screw plug-in terminals
Dimension:	 200 x 1000 x 300 mm

driver with extra strong kevlar membrane surface. All components 
are precisely matched and precisely calculated. The speaker is 
painted in an elegantly black textured paint. A professional connec-
tion terminal with both plug and screw connections tom Connec-
tion of the speaker cables shook off the equipment of this speaker.

Datasheet | SL-250
COLORS | Black
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Technical data:
Output (RMS @ 8 Ohm):	 2 x 20 Watt

Display:		  320 x 240 TFT Color display

Speaker:	 Full-Range 2x 3“, integrated

Multiroom:	 Up to 4 rooms + base unit

Analog inputs:	 1 x AUX 300 mV

Digital inputs:	 1 x USB (5 V, 500 mA)

Analoge Outputs:	 Headphones (3,5mm)

Signal to Noise Ratio:	 >88 dB

Frequency range UKW:		 87,5 - 108 MHz 

Frequency range DAB+:	 174.928  - 239.200 MHz

Internet radio:	 over 25,000 stations worldwide

Station presets:		 10 for UKW | DAB+ | Internet radio

File formats:	 AAC, AAC+, MP3, WAV, WMA, FLAC

Streaming:	 DLNA | UPnP with UNDOK® APP

| Spotify® Connect-Ready

Network:	 LAN (Ethernet) and WLAN 2,4 GHz/5 GHz,

Bluetooth

CD compatibility:	 CD-HD | CD-R | CD-RW | MP3 | WMA

Dimension W|H|D:	 430 x 128 x 280 mm

incl. Remote control

Datasheet | SR-100
COLORS | BLACK & WHITE 
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Datasheet | SR-200
COLORS | BLACK & WHITE

Technical data:

Output (RMS @ 6 Ohm):	 2 x 3,5 Watt | Subwoofer 1x 37 Watt

Display:		  2,8“ TFT Color display

Speaker:	 Full-Range 2x 3“, Subwoofer 1x 4,5“

Multiroom:	 Up to 4 rooms + base unit

Analog inputs:	 3.5 mm AUX IN  Stereo 800 mV

Digital inputs:	 1 x USB (5 V, 500 mA) 1x optical

Analoge Outputs:	 Headphones (3,5mm)

Signal to Noise Ratio:	 >88 dB

Frequency range UKW:		 87,5 - 108 MHz

Frequency range DAB+:	 174.928  - 239.200 MHz

Internet radio:	 over 25,000 stations worldwide

Station presets:		 10 for UKW | DAB+ | Internet radio

File formats:	 AAC, AAC+, MP3, WAV, WMA, FLAC

Streaming:	 DLNA | UPnP with UNDOK® APP

| Spotify® Connect-Ready

Network:	 LAN (Ethernet) and WLAN 2,4 GHz/5 GHz,

Bluetooth

CD compatibility:	 CD-HD | CD-R | CD-RW | MP3 | WMA

Dimension W|H|D:	 430 x 128 x 280 mm

incl. Remote control

New with integrated 
Subwoofer!
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Datasheet | SV-10
COLORS | Black

Analog inputs:	 3,5 mm AUX In Stereo 650 mV
Digital inputs:	 USB
Output:	 2x 20 Watt 
Total harmonic distortion:	 < 0,05% (@ 1 Watt)
Signal to Noise Ratio:	 > 80 dB
Frequency:	 20 Hz - 20 KHz @ -3 dB
Audio control:	 Bass | Treble ± 14 dB
Frequency range UKW:		 87,5 - 108 MHz
Frequency range DAB+:	 174.928  - 239.200 MHz
Internet radio:	 over 25,000 stations worldwide
Station presets:	 10 for UKW | DAB+ | Internet radio
File formats:	 AAC, AAC+, MP3, WAV, WMA, FLAC
Streaming:	 Bluetooth | DLNA | UPnP with „UNDOK“ APP| 

| Spotify® Connect-Ready

Network:		 LAN (Ethernet) and WLAN 2,4 & 5 
GHz, Bluetooth

Power consumption „Off“:	 < 0,01 W

Power consumption „Standby“:	 5,5 W
Power consumption „Operating“:	 40 W (max.)
Power supply:	 AC to DC 16 V | 2,5 A
Dimension W|H|D:	 190 x 70 x 220 mm
Weight:	 3,3 kg
Multiroom Function:	 Up to 4 rooms + base unit
Equipment:	 Operation on the device with illuminated 

keys, optional remote control incl. wire antenna,  
incl. WLAN Antenna, incl. Bluetooth-Antenne

Technical data:

Distribué en France par ConceptAs
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Datasheet | V-250+ 
COLORS | Silver & Saphirblack

Output (RMS @ 4 Ohm):	 2x 40 Watt
Output (RMS @ 8 Ohm):	 2x 30 Watt
Analog inputs:	 5x Stereo 600 mV
Analog inputs:	 1x Stereo Line-In 250 mV
Phono Eingänge:		 1x MM 7 mV
Outputs:		 Line-Out 100 kOhm
HeadphonesOffgang:	 300 Ohm, 1,25 V
Total harmonic distortion:		 <0,1% (@1 Watt)

Signal to Noise Ratio:	 >80 dB
Kanaltrennung: 			  >59 dB
Frequency: 			 20 Hz - 50 KHz
Audio control: 			  Bass | Hochton ± 14 dB
Power consumption Standby: 	 0,4 Watt
Power consumption Operating: up 150 Watt
Dimension W|H|D: 		 430 x 75 x 289 mm
Weight:			  5,3kg

Technical data:

Distribué en France par ConceptAs
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Datasheet | VR-100+ MKII
COLORS | Silver & Saphirblack

Technical data:
 2 x 50 Watt RMS an 4 Ohm
 2 x 40 Watt RMS an 8 Ohm
 Frequency: 10 Hz - 26 KHz
 Signal to Noise Ratio: > 80 dB
 Kanaltrennung: > 60 dB
 Total harmonic distortion: < 0,05% (@1 Watt
 Audio control:  Bass | Hochton ± 14 dB
DAB+ Radio: 174.928 - 239.200 MHz
UKW-Radio: FM 87,5 - 108 MHz
Station presets: 10 for UKW | DAB+
Network: Bluetooth-Empfänger
 AntennenConnection

 5 x Stereo Eingänge (Cinch), 300 mV,  
 1x Stereo Eingang Phono MM (Cinch), 5 mV
 1 x Opticaler Digitaleingang (S/PDIF®))
 1 x Koaxialer Digitaleingang (Cinch)
 3,5 mm Headphones Connection
analoger Rec-Out (Cinch)
Netzspannung: AC 230 V/ ~50 Hz 
Power consumption von 250 Watt (max.)
and 0,4 Watt (Standby)
Größe (W|H|D): 440 x 80 x 280 mm
Weight: 7,8 kg
Inklusive Systemremote control RC-100
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Technical data Soandbar:

Output (RMS @ 6 Ohm):	 2 x 20 Watt 
Display:		  LED Display
Speaker:	 4x 5,3cm Full Range | 2x 2,54 cm tweeter speaker  
Multiroom:	 Up to 4 rooms + base unit
Analog inputs:	 3.5 mm AUX in 1 (front) |  AUX in 2
Digital inputs:	 1 x USB | 1x optical | 1x coaxial
Analoge Outputs:	 Pre-out
Signal to Noise Ratio:	 >80 dB
Frequency range UKW:		 87,5 - 108 MHz
Frequency range DAB+:	 174.928  - 239.200 MHz
Internet radio:	 over 25,000 stations worldwide
Station presets:		  10 for UKW | DAB+ | Internet radio
File formats:	 AAC, AAC+, MP3, WAV, WMA, FLAC
Streaming:	 DLNA | UPnP with UNDOK® APP

| Spotify® Connect-Ready
Network:	 LAN (Ethernet) and WLAN 2,4 GHz/5 GHz, Bluetooth
Dimension W|H|D:	 900 x 83,7 x 92,2 mm
incl. Remote control

Technical data Subwoofer:

Output (RMS @ 4 Ohm):	 1x 50 Watt
Speaker:	 Subwoofer 1x 13,34 cm
Multiroom:	 Up to 4 rooms + base unit
Analog inputs:	 AUX IN  
Analoge Outputs:	 Pre out 
Signal to Noise Ratio:	 >80 dB
Internet radio:	 over 25,000 stations worldwide
Station presets:		  10 für Internet radio
File formats:	 AAC, AAC+, MP3, WAV, WMA, FLAC
Streaming:	 DLNA | UPnP with UNDOK® APP
Network:	 WLAN 2,4 GHz/5 GHz,
Dimension W|H|D:	 195 x 373 x 260 mm

Datasheet: XB-100 & XS-100
COLORS | Black
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